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woodCLADDING > Linear Module
CL-WD-GLM

Specifications
woodWALLCLAD > Linear Module
The Linear Module system comes fully assembled and 
ready to use, including acoustic felt backers. The Module 
system provides quick, user friendly and concealed aes-
thetic and a modern linear look in solid wood.

Specification Code: CL-WD-GLM

CL WD GLM

L I N E T Y P E M O D E L / I D

APPLICATIONS  — 
Auditoriums, schools, conference rooms, concert 
halls, offices, hospitals

MATERIALS  —
All available species of wood, solid

FINISHES  —
Lacuer, stain, oil or painted

WIDTH (OVERALL MAXIMUM)—
23-9/16” [600mm]
*Custom Available

LENGTH (OVERALL MAXIMUM) —
CEILING: 46-7/8” [1190mm]
WALL: 94-7/16” [2400mm]
*Custom Available

FIRE CLASS —
Up to B-s1, d0

WARRANTY —
1 Year Limited Warranty

6160

GUSTAFS LINEAR MODULEGUSTAFS LINEAR MODULE

  Linear Module at Lund’s District Court, 
  Architect: Fojab Arkitekter

WALL INSTALLATION
The Linear modules for walls also comes fully assembled and 

equipped with an acoustic felt. The modules are hung from hook 

shaped battens and once in place secured by a screw. The screw 

will be hidden behind the acoustic felt, using an overlap principle 

for a stylish end result.

MODULE
The Gustafs Modules comes fully assembled and ready to use, including the acoustic felt. 

The Module system provides quick, user friendly and con cealed installations and a modern linear look 

in solid wood. A look that can be adapted to your request when it comes to the rib dimension 

and the  spacing in between them, but also the type of wood and wood treatment. 

WALL MODELS

GUSTAFS LINEAR MODULE FACTS

Dimensions Ceiling modules 600 x 1190 mm, others on request

  Wall modules 600 x 2400 mm, others on request

Species   All species of wood, solid

Treatments  Lacquer, Stain, Oil or Paint

Acoustics   Open area and sound absorption depends on the design.

Fire class   up to B-s1,d0

6362

GUSTAFS LINEAR MODULE

  Linear Module at Länsförsäkringar Västerbotten
  Architect: LINK Arkitektur

The ceiling modules come ready to use including an acoustic felt and are 

easily suspended from the integral M6 connection points.

Modules designed for Gustafs Capax T24 Ceiling Grid have 

a semi concealed and fully demountable installation system!

CEILING MODELS & INSTALLATION

  FREE SUSPENDED INSTALLATION

  FREE SUSPENDED MODULES

  T24 SUSPENSION INSTALLATION   T24 SUSPENSION MODULES
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TYPICAL DETAILS @ CEILING 

(VERT. SECT.)

CEILING ASSEMBLY

WALL ASSEMBLY




