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woodCLADDING > Plain Panel
CL-WD-GPP

Specifications

APPLICATIONS  — 
Auditoriums, schools, conference rooms, concert 

HARDWARE  —
-Capax Aluminum mounting system with wall/
  ceiling cleats
-Variety of concealed or exposed trim

STANDARD PANEL SIZES 
- 23-5/8” x 23-5/8”
- 39-5/16’’ x 23-5/8”
- 27-1/4’’ x 23-5/8”  

 —

 

MOUNTING OPTIONS

 

-Demountable wall installation
-Fixed wall installation

WARRANTY

 

1 Year Limited Warranty

woodCLADDING > Plain Panel 
CARVART by Gustafs panel system consistes of acoustic 
panels for walls and ceilings with a wide range of veneer, 
finish, perforations and panel type options. The panels 
have an excellent fire resistence rating and are also made 
of sustainable materials. 

Specification Code: CL-WD-GPP

CL WD GPP

L I N E T Y P E M O D E L / I D

TYPICAL DETAILS @ CEILING (VERT. SECT.)

TYPICAL DETAILS @ WALL (VERT. SECT.)

25

MALMÖ LIVE. The ceiling and the walls are cladded with Gustafs 
acoustic boxes made of oak and brass. 
The architects Schmidt/Hammer/Lassen and acousticians Akustikon 
are the people behind the design and acoustic layout.
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FIXED PANELS DEMOUNTABLE  
PANELS

EXAMPLES OF  
JOINT POSSIBILITES 

Capax profile 3201 

Capax profile 3217 

Capax profile 3208 

Capax profile 3202, 3212, 3211 

Capax profile 3206 with LED-line, 
di�user lens and power supply

 OPEN JOINTS - 10, 13 and 15 mm

 CLOSED JOINTS

Edges = G, GP GF, GS, HP, HPX, RV, AV.  

Solution number for orderSolution number for order

CORNERS AND EDGES

Capax profile 3209

Capax profile 3219

Capax profile 3218

Capax profile 3201

EXAMPLES OF  
JOINT POSSIBILITES 

 CORNERS CORNERS

GUSTAFS PANEL SYSTEM

3120 mm

24 mm

3100 mm

3261 3262

max 100 mm

RV K
DA         

DA DA

300 mm

20 mm
DG      AV

GUSTAFS PANEL SYSTEM

3204

3201

3208

3217

3201

3203 3207 3200

3202 3200

3206 3202 3218

3202 3202 3219

3202 3202 3209

3205 3203 3203

G

G

G

G

G

G

G GP GP

GP

GS

GS

G

G GP G

RV

GP

GP

HPG G

HPX HP

HP

HP

HPX

G

G

HP (AV )

(AV )

(AV )

(AV )

(AV )

(AV )
(AV )

(AV )

13 mm

10 mm

>90 mm

2 mm

10 mm

5 mm 5 mm

10 mm2 mm

15 mm

A-list

Niveau

2 3 5

6 7 8 9 10

11 12 13 14 15

16 17 18 19 20

22 23 24 25

26 27 28 29 30

21

1 4

HATCHES
The need of having access to the ancillary system 
cannot be avoided. Gustafs o�er real integral 
hatches, of course with a fully matched veneer 
and a handle free “push-open” mechanism to 
make them almost invisible. The hatches have the 
same fire class as the rest of our panel system. 
Di�erent models of hatches are available, for 
reliable every day use or in simpler designs for 
occasional use.

GRILLES
Grilles to cover heating and ventilation systems 
are a natural part of our cladding system. To 
make the grills sturdy they are made of solid 
wood and supported by a clever construction.  
As a one stop supplier, we will match the visual 
appearance of the grill with the rest of the  
interior for an optimal result.

LIGHT – LED LINE
Integral LED illumination system for Gustafs 
Panels.
The 12V plug and play system provides an easy 
and time saving installation. The result is a 
brilliant light line in between the panels, either 
vertically or horizontally. The slim power supply 
system is easily hidden behind the panels by using 
standard components.

SLAT WALL
Open up a world of opportunities by integrating 
our Slat-Wall profile to your wall. The profile 3266 
provides a visible open joint of 15 mm and can 
be used everywhere and directly in-between our 
panels. Slat-Wall is a universal World standard 
and the number of accessories is infinite, like the 
suspensions of shelves, hooks, lamps, art, office 
tools, meeting room tools etc.

CEILING INSTALLATION 

FIXED INSTALLATION MAXIMUM OVERHANG IN-LINE CONNECTOR FOR 3261

DEMOUNTABLE AND INVISIBLE DEMOUNTABLE AND VISIBLE

3261 Suspending profile

3262 Distance profile

Visible profile, open joint 24 mmHidden profile, closed joint

 THE PROFILES

 THE SYSTEM - CAPAX CEILING SUSPENTION

 EDGES

 SPECIAL

DEMOUNTABLE AND INVISIBLE

FIXED INSTALLATION MAXIMUM OVERHANG IN-LINE CONNECTOR FOR 3261

DEMOUNTABLE AND INVISIBLE DEMOUNTABLE AND VISIBLE

3261 Suspending profile

3262 Distance profile

Visible profile, open joint 24 mmHidden profile, closed joint

 THE PROFILES

 THE SYSTEM - CAPAX CEILING SUSPENSION

 EDGES & JOINTS

 SPECIAL

•  The construction is torsionally rigid and 
   self-bearing, lacking the need to fix onto 
   adjacent walls. 
•  The system o�ers full panel demountability and 

thereby access to overlying technical 
   installations while maintaining its overall 
   stability and strength. 

•  Capax ceiling profile system is aesthetically ap -
pealing because totally concealed. 

•  The system is constructed for a panel width of 
600  mm but even allows for a 50 mm variation 
between 300 and 800 mm.

•  Capax suspended ceiling system consists 
   of a robust T-profile main runner which 

supports the panel’s length. The broad side 
of the panels meet each other end to end 
with precision. The main runner profile is 
locked in place by means of a distance profile, 
thus creating a very stable grid system. 

ACCESSORIES

—

—




