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Part-1.
Tools required for the panel assembly:

Allen metric key set

3mm allen key

2.5mm allen key

or use only the following three (3) allen keys:

Measuring tape

Saw horse with carpet or
protected to prevent glass
damage

Suction cups

Silicone or RTV 408 gun

4mm allen key
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Part-1.
Tools required for the panel assembly:

8,0mm drill (5/16")

4,5mm drill
(11/64")

Drills Portable drill machine
(NOT impact drill) 

Screwdrivers
Flat head & Philips

Knife

20,0mm drill (25/32")

Rubber mallet

Page: 4

R E Q U I R E D  TO O L S



I N S TA L L AT I O N  I N S T R U C T I O N S  -  g l a s s S TA C K WA L L  >  F r a m e d C A R VA R T. C O M

2 0 2 0  ©  C A R VA R T I N F O @ C A R VA R T. C O M2 1 2 . 6 7 5 . 0 0 3 0

Part-2.
Parts provided by Ialonet S.A.:

Top track connectors 
(4mm stainless steel pins)

729.942 STOP

729.657 999.936 Lock casing
(Dust-proof strike)

PLASTIC SPACER FOR GLASS ST.STEEL SHEET METAL 
ROUND HEAD 
SCREWS 4.8x32 
 

ST.STEEL SHEET METAL 
COUNTERSHUNK
SCREWS 4.8x32 
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Part-2.
Parts provided by Ialonet S.A.:

Brush for guide profile
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STEP-1: 
Place the glass on the saw horses.
Make the sure that the saw horse surface 
is protected with a soft material.
 
 

Saw horse surface should be 
protected with soft material.

Glass panel

Saw horse

Part-3:
PANEL ASSEMBLY INSTRUCTIONS
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STEP-2: 
The job that has to be done is the assembly 
of the panels on the glass. Four (4) pieces of alum. profile 
have to be assembled at each side of the glass panel. 
All profiles have cuts and holes for the assembly. 
 
 

Part-3:
PANEL ASSEMBLY INSTRUCTIONS

Upper side

Lower side

Left panel detail

Rigth panel detail
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STEP-3: 
Start from the upper panel.
The panel is already assembled 
with either the rollers or the 
pivot if it is the opening door panel. 
 

PANEL ASSEMBLY INSTRUCTIONS

The rubber sealings are
allready assembled at the panel

Rollers are already assembled 
at the panel

Rubber for glass assembly is 
also assembled at the panel.
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STEP-4: 
Assembly the side panel with the upper panel.

THE SIDE PANEL HAS A CUT

USE THE ST.STEEL 
SHEET METAL 
ROUND HEAD 

SCREWS 4.8x32 
(FOR ALL PANELS
A-PIL, B, D & E).

UPPER PANEL

Page: 10
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T

After the panel assembly use 
a cutter to remove the remaining 
rubber sealings at the egde of the assembly

STEP-4B: 
Assembly the side panel with the upper panel.
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STEP-5: 
Assembly the lower panel with the side panel.

LOWER PANEL

FASTEN THE TWO SCREWS
FOR PANEL A-PIL
USE THE ST.STEEL 
SHEET METAL 
ROUND HEAD 
SCREWS 4.8x32 

FASTEN THE TWO SCREWS
FOR PANEL B
USE THE ST.STEEL 
SHEET METAL 
COUNTERSHUNK
SCREWS 4.8x32 

LOWER PANEL

LOCK OF PANEL B

PANELS B&E HAVE THE LOCK
ON THE SIDE PANEL
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STEP-6: 
Put at the bottom panel-A  
two (2) plastic spacers of 2mm thickness
at the two edges of the panel so that the 
glass will not touch the aluminum profile. 

GLASS

UPPER PROFILE

SIDE PROFILE

BOTTOM PANEL

SPACER
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C ( 1 : 6 )

C

D

STEP-7: 
Assembly the panels with the glass.
Before the assembly silicone glue has to 
be applied to ALL of the panels.

GLASS AREA THAT WILL TOUCH THE 
ALUMINUM PANEL

RUBBER

ADD SILICONE GLUE

Assembly the panel 
with the glass.
 

Assembly 
direction
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STEP-8: 
3 Panels are assembled with the glass panel. 
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STEP-9: 
Assembly the side panel with the glass and the other panels. 

USE THE ST.STEEL 
SHEET METAL 
ROUND HEAD 
SCREWS 4.8x32 
(FOR ALL PANELS
A-PIL, B, D & E)

ADD SILICONE GLUE
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 STEP-10: 
Panel is ready. 
Please notice that the panel with the glue has to rest
for 24 hours before the final assembly of the 
system to the project area. 

After the panel assembly use 
a cutter to remove the remaining 
rubber sealings at the egde 
of the assembly.

Page: 17
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GENERAL VIEW OF THE FMW-70 SYSTEM

PANEL: A-PIL PANEL: B PANEL: E

PANEL: E

PANEL: B

PANEL: 
A-PIL

S Y S T E M  I N S TA L L AT I O N
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FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS

STEP-1: 
Start from the parking construction.
Install the alum. guide at the steel support. 
 

The aluminum guide profile 
has already holes every 250mm
for the assembly with the steel support. 

250,0
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F

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS

STEP-1B: 
Install the alum. guide at the steel support by
using the M6 screw (25 or 50mm) the M6 nut 
and the washer. 
Use a 4mm allen key for the assembly of the screw. 
 

Steel support

Alum. guide profile

M6x25 screw

4mm allen key

M6 nut and washer

Hole at the guide

M6X50 screw
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PANEL: A-PIL

PANEL: E

PANEL: A-PIL

STEP-2: 
Place the panels into the parking profile 
area according to the drawing. 

PANEL: B

PANEL: E

PANEL: B

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS
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FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS

STEP-2B: 
Place FIRST the A-PIL panel (DOOR) 
into the parking profile. 

WALL OR CONSTRUCTION LIMIT

PANEL A-PIL

The panel includes 
the upper pivot 
and the bottom bushing.
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J

WALL OR CONSTRUCTION LIMIT

DISTANCE FROM THE EDGE (ACCORDING TO THE CONSTRUCTION)

DISTANCE FROM THE EDGE (ACCORDING TO THE CONSTRUCTION)

Assembly the upper bracket to 
the indicated from the construction instructions
possition (distance from the egde). 

Use a 5mm allen key in order to seembly the upper pivot
at the desired possition into the guide profile.
This is a temporary assembly. Final adjustment will be made
after the installation of all of the panels. 

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS

STEP-2B: 
Place FIRST the A-PIL panel (DOOR) 
into the parking profile. Assembly the upper pivot.
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FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS

STEP-2C: 
Place FIRST the A-PIL panel (DOOR) into the parking profile. 
Fix the possiton of the panel by using two (2) spacers (~20mm) 
between the panel and the ground floor so that the panel will 
not move and will not touch the ground. 

Panel A-PIL

Spacer (wood or plastic)
Spacers

Panel A-PIL
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Parking possition 
(inside)

First panel A-PIL

Second panel-B 

Left roller

Right roller

Left roller has 
the small guide 
rollers at the 
center possition

Right roller has 
the small guide 
rollers at the 
outside possition

Center

Guide rollers are 
at the outside possition

STEP-2C: 
Place the second panel (Panel-B) into the parking profile. 

Attention!
the small guide rollers of 
the right roller 
should be in the opposite  
possition of the parking.  

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS
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Second Panel-B

Third Panel-E
STEP-2D: 
Move the second panel (Panel-B) into the parking 
area and then place the third panel (Panel-E) into 
the parking area.

Left roller

Right roller

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS
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STEP-3: 
Install the remaining pieces of the alum. guide profile
to the steel support construction.

ALUM. GUIDE REMAING PIECES

Also install the brush profiles 
into the alum. guide profile. 

Hole at the guide
for assembly at the 
steel support

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS
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Guide pins

Outer profile connection

Inner profile connection

STEP-3B: 
For the connection of the remaining pieces of the 
alum. guide profile to the parking guide profile and 
between them use the above metnioned 
connection parts.

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS

200

Hole at the guide
for assembly at the 
steel support
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View from above

Second Panel (B) Third Panel (E)

Edge panel (right)
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0STEP-4: 

At the panel a few 4.5mm holes (5 or 6) have to be made
in order to place it at the wall or at the construction edge.
Two holes have to be made at 100mm from the edge and the 
rest three or four every at equal distance of the remaining 
lenght of the panel.

4.5mm

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS

100

Eq
ua

l 
re

ma
in
in
g 

le
ng

ht
 

Eq
ua

l 
re

ma
in
in
g 

le
ng

ht
 

Eq
ua

l 
re

ma
in
in
g 

le
ng

ht
 



I N S TA L L AT I O N  I N S T R U C T I O N S  -  g l a s s S TA C K WA L L  >  F r a m e d C A R VA R T. C O M

2 0 2 0  ©  C A R VA R T I N F O @ C A R VA R T. C O M2 1 2 . 6 7 5 . 0 0 3 0

 

 

CENTER THE PANEL
WITH THE GUIDE

Guide

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS

STEP-4B: 
Instal at the wall the right alum. profile 
(for panel E). Check the leveling of the panel. 

90°90
°

Wall or end of construction
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STEP-4C: 
Instal at the wall the right alum. profile 
(for panel E). Use the 4.2x32 screws provided. 

Wall or egde of the construction.

100

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS
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PANEL: EPANEL: B

STEP-5: 
Move the panels B & E at straight possition and then move 
a little the panel A-PIL. Then install at the wall or at the 
construction edge the left profile for the panel A-PIL.

LEFT ALUM. PROFILE - (Edge panel)

PANEL
A-PIL

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS
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View from above

Panel A-PIL 

Edge panel (left)

STEP-6: 
At the panel a few 4.5mm holes (5 or 6) have to be made
in order to place it at the wall or at the construction edge.
Two holes have to be made at 100mm from the edge and the 
rest three or four every at equal distance of the remaining 
lenght of the panel. Same like the STEP-4

Equal  re mai ning  d ept h
100

4
.5m

m

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS
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STEP-6B: 
Instal at the wall the left alum. profile (for panel A-PIL). 
Adjust the panel leveling. Just like STEP-4B

CENTER THE PANEL
WITH THE GUIDE

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS

90
° 90°
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Wall or edge of the construction.

Panel A-PIL (door)

Panel B

Panel E

STEP-6C: 
Instal at the wall the left alum. profile (for panel A-PIL). 
Use the 4.2x32 screws provided. Just like STEP-4C

Re
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FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS
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26,00

STEP-7: 
Measure a distance of 26mm from the wall 
until the profile of the first panel A-PIL

PANEL A-PILUPPER PIVOT

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS
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STEP-8: 
Assembly at the specific possition (26mm) 
the upper pivot and the bottom bushing. 

FLOOR BUSHING TO 
BE FIXED AT 
THE FLOOR

UPPER PIVOT TO BE
FIXED INTO THE 
ALUM. GUIDE

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS
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STEP-8B: 
Fix the upper pivot at the specific possition. 
Like STEP-2B.  

Use a 5mm allen key in order to seembly the upper pivot
at the desired FINAL possition into the guide profile.

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS

Wall or construction edge
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STEP-8C: 
Check the leveling of the panel and mark the 
possition of the holes of the floor bushing.

Mark the possition of the 3 holes 
of the floor bushing.

Check the leveling 
of the panel. 
Check the leveling at the two directions  
of the panel. 

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS

Wall or end of the construction
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REMOVE THE FLOOR BUSHING.
Then use a 8.0 drill in order to drill the three (3) holes 
at the ground for the asembly of the bottom bushing.
The bottom bushing should be fixed at the indicated possition
from the construction study. 
Place the plastic plug into the holes.
Place the floor bushing and then
fasten the three countersunk screws of the bushing. 

8,0

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS

STEP-8D: 
Assembly the floor bushing.
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HEIGHT ADJUSTMENT 
OF THE PANELHEIGHTADJUSTMENT 

OF THE PANEL

LOCK PIN

ALL PANELS SHOULD 
BE AT THE SAME 
HIGHT

STEP-9: 
Adjust the height of the panels and open the holes 
for the lock pins. 

LOCK PIN
FLOOR 
BUSHING

PANEL A-PIL PANEL B PANEL E

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS
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AA

10

STEP-9Β: 
Adjust the height of the panels B & E by 
using a 10mm key.

Roller bolt

10mm Key

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS
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Roller

Roller bolt 10mm flat geometry

10mm key

Roller boltSet screw
at both sides

3mm allen key

STEP-9C: 
Adjust the height of the panels (B & E) by using a 10mm key. 
Place the key at the roller bolt flat geometry and rotate the key 
clockwise or counterclockwise. The panel will move up or down accordingly. 
After finishing the height adjustment then screw the two M6 set screws
by using a 3mm allen key. 

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS
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STEP-9D: 
Adjust the height of the panel A-PIL by using a 10mm key 
at the upper pivot bolt. Place the key at the pivot bolt flat geometry and 
rotate the key clockwise or counterclockwise. The panel will move up or 
down accordingly. After finishing the height adjustment then 
screw the M6 set screw by using a 3mm allen key. 
 

Upper pivot

Upper pivot bolt

Pivot bolt 10mm 
flat geometry 

10mm key

Pivot bolt set screw

3mm allen key

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS
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STEP-10: 
Mark the possiton of the lock pins at the floor.  
 

LOCK PIN

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS

LOCK PIN
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STEP-10B: 
Open the panel A-PIL and then mark the possiton of the lock pin 
of the panel-B at the floor. Then move panel-B and 
mark the possition of the lock pin of panel-E.  
 

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS

Lock Pin

Make sure to 
check each panel 
level status prior to 
any marking

Mark the pin possition 
on the floor.



I N S TA L L AT I O N  I N S T R U C T I O N S  -  g l a s s S TA C K WA L L  >  F r a m e d C A R VA R T. C O M

2 0 2 0  ©  C A R VA R T I N F O @ C A R VA R T. C O M2 1 2 . 6 7 5 . 0 0 3 0

20,
0

STEP-10C: 
Move the panels to the parking area.
Then use a 20mm drill to drill holes at the floor the marked 
possitions. 
At these holes the lock casings for ALL panels will be placed. 
 

Floor
Marks for lock pins 

and casings.

Lock casing

FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS
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FMW-70 SYSTEM ASSEBMLY INSTRUCTIONS

STEP-10D:
Pleace the lock casings for the panels  
at the drilled holes of the floor.  
 

Floor

20mm hole

Lock casing


